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서보모터외형도

●HA-LFS601(B),  HA-LFS6014(B) (수주대응)(주7)

●HA-LFS701M(B) (수주대응)(주7) ,  HA-LFS701M4(B) (수주대응)(주7)

●HA-LFS11K2(B),  HA-LFS11K24(B)

●HA-LFS801(B),  HA-LFS12K1(B),  HA-LFS8014(B) (수주대응)(주7),  HA-LFS12K14(B) (수주대응)(주7)

●HA-LFS11K1M(B),  HA-LFS15K1M(B),  HA-LFS11K1M4(B),  HA-LFS15K1M4(B)
●HA-LFS15K2(B),  HA-LFS22K2(B),  HA-LFS15K24(B),  HA-LFS22K24(B)

주) 1. 부하와의결합에는마찰계수(슈판링등)을사용하십시오.
2. 공차가없는치수에대해서는일반공차로간주합니다.
3. (     )안의값은전자브레이크부착의경우입니다.
4. 전자브레이크부착의경우입니다.
5. 모터의흡기측면과벽과의간격은100mm 이상벌려두십시오.
6. 리드인출구에서모터내로물과기름, 먼지등이들어가지않도록하십시오.
7. 서보모터형명과조합된서보앰프형명및납기를판매원에게문의해주십시오.

※1)아이볼트를떼어내고사용할경우는M10×20이하의볼트로나사홀을막으십시오.

※1)아이볼트를떼어내고사용할경우는M12×20이하의볼트로나사홀을막으십시오.

(치수단위: mm)

(치수단위: mm)

형 명

HA-LFS801(B)
HA-LFS8014(B)(수주대응)

HA-LFS12K1(B)
HA-LFS12K14(B)(수주대응)

변화치수

L

HA-LFS11K1M(B)
HA-LFS11K1M4(B)

HA-LFS15K1M(B)
HA-LFS15K1M4(B)

HA-LFS22K2(B)
HA-LFS22K24(B)

555(670)

HA-LFS15K2(B)
HA-LFS15K24(B)

495(610)
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